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Specifications
The Carriage Mounted Snowcub is a transportable, self-contained unit that requires electric and a bulk water 
source for operation. The snowmaker is designed to operate with bulk water in the temperature range of 32º-40ºF.

Specifications of the snowmaker are as follows:

SCNT-480 RVS         480 Volts, 60 Hz

(2) Hand-operated,extend and retract screw/jack type anchors

*465-510 volts, 60 Hz 3-Phase Delta at 35 KVA
*Voltage difference between phases shall not exceed 8 volts from the
 average line voltage.

10 cfm, 46 psi

Compressor Motor Contactor/Overload
Fan Motor Contactor/Overload

27” Diameter Direct Drive
3500 RPM (60Hz)
2900 RPM (50Hz)

150-500 PSI MAX20 mesh system strainer

2” Quick Disconnect Coupling

360º in Azimuth +10º to 60º Elevation

40’ to 130’

12 nozzles centrally controlled

(3) self-draining ON-Off valves, bulk water syste drain

96” W x 127” LG x 92” H

1600 Lbs.

Model:

Anchoring Provisions: 

Required Electric Power:

Air:

Motor Controls:

Fan:

Water Pressure:

Water Connection:

Projector Mount Motion:

Throw:

Nozzles:

Valves:

Size:

Weight:


